Pirce LED suspension 0-10V dimming SPECIFICATIONS
1254018A

Design By Specifications
Giuseppe Maurizio Scutella Delivered lumens 2273Im
Light output ratio 81Im/W
Collection Power consumption 28W
Design Led type 24W C.0.B.*
CCT (Correlated Color Temperature) 3000K
CRI (Color Rendering Index) >93
Life expectancy 50000HTrs
Control type Dimmable 0-10V
Colors & Finishes Input Voltage 120-277V
I:‘ White Driver ROAL - 1 x RSLD035-13
Materials Features & Accessories
¢ Body in painted aluminum ¢ Fluttering spirals, which fall gently downwards, create magical effects of form and light
Dimensions Packaging
1 Box

1 x 40-5/8" x 37-7/8" x 16-7/16" / 32.85 Ibs - 103 cm x 96 cm x 41.5 cm / 14.9 kg
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Light distribution Luminaire weight

Indirect 21.38 Ibs /9.7 kg

Warranty

5 year limited warranty

Red = Max Cd. Through Vertical plane
Blue = Max Cd. Through Horizontal plane

last updated: 2020-02-28 We reserve the right to change specifications of our products. Q [ ] l ©
For the latest product information please visit www.artemide.net elm‘ e


https://www.artemide.net/en/warranty/

