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Pendant
LED Delivered Color Temp 3000K
Voltage Watt Lumens Lumens Finish(es) CRI(Ra) >90
120V 12W 1000Im 399Im* GH - Graphite (Exterior) E'TZ“'L’T? ;g(g’é’;}?%
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120V 12W 1000Im 399Im* WH - White (Exterior)
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GH/CP - Graphite with Copper 5/
N
Exterior: Interior: T
‘ CP - Copper
BU - Blue .
Metal Finish 3
® G6Dp-Gold GH - Graphite )
WH - White
SV - Silver
GH - Graphite WH - White
Interior -
i g CP - Copper
Product Descriptions BU - Blue
The smooth spun metal shade is available in graphite GD - Qold _
or white for this modern pendant but add your choice SV - Silver
of one of the four interior lamp shade colors and the
possibilities are endless. Suspended by a matching .
braided fabric cord the Helena exudes effortless . N =
elegance. The acorn-shaped lamp shade measures . High Efficiency ~
. . . . . Spherical Polymeric Diffuser
7-7/8 inches in diameter. Hang this pendant solo or in + Lamp Cover
multiples for a more dramatic look.

Product Details

High system efficacy. Low total
life cycle cost. ETL Listed.
5-years warranty.

Complete warranty terms located at:
www.kuzcolighting.com/warranty Comments:
Utilizes our LED Driver Light Engine.
LED Driver within canopy.
Dimmable with ELV dimmer (not included) . . )
Custom options available Canopy dimensions:
’ D4-3/4” x H3/8"
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