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Trap Pendant 
PD-95820 / PD-95827 / PD-95838 

 
 

       

 
Fixture Type: 
 
Catalog Number: 
 
Project: 
 
Location: 
           

 
                   PD-95820                                    PD-95827                                           PD-95838 

 

 
PRODUCT DESCRIPTION 

 
SPECIFICATIONS 

Futuristic design meets top-tier technology in this artful pendant, 
where cutting-edge led light radiates inside terraced bands 
finished in black, chrome or white. 

Color Temp: 3000K 
CRI: 90 
Dimming: 100% - 10% ELV & 0-10V 
Rated Life: 50,000 hrs 
Input: 120V – 277V 
Construction: Aluminum with polycarbonate diffuser 
Finish: Chrome, Black, White 
Standards: ETL & cETL listed, Damp listed, Title 24 

 

 
FEATURES 
• Thin powered aircraft cables match overall finish 
• Can be mounted on a sloped ceiling 
• Universal voltage driver (120V-220V-277V) within canopy 

ORDER NUMBER 
 

Model 
  

Wattage 
 

Voltage 
 

LED Lumens 
 

Delivered Lumens 
 

Finish 
  

PD-95820 
PD-95827 
PD-95838 

20” 
27” 

38”” 

35W 
65W 
79W 

120V-277V 
2488 
4759 
5580 

1914 
3953 
4293 

CH 
BK 
WT 

Chrome 
Matte Black 
Matte White 

 

Example: PD-95838-CH 
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