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FEATURES

• ETL & cETL Damp Location listed 
• Twist lock glass inside
• Transformer located in canopy
• 277v option available (special order)
• 70,000 hour rated life
• Color Temp: 3000K
• CRI: 90

PRODUCT DESCRIPTION
Deceptively simple, Marimba bunches together seven cylindrical shades, each hand-leafed on the inside as well as the canopy for an understatedly elegant 
contrast with the exterior matte finish. A twist-lock opal glass diffuser soothes the light for a softer, flattering illumination, perfect for dining rooms, living 
rooms and lounges.

SPECIFICATIONS

Construction: Steel with twist lock glass

Light Source: High output LED

Dimming: Dims to 10% with an electronic low voltage (ELV) dimmer 

Mounting: Mounts directly to junction box

Finish: Gold Leaf with Dark Bronze (GL) and Silver Leaf with White (SL) 

Standard: ETL & cETL Damp Location listed

MARIMBA   LED Pendants & Chandeliers
PD-52718/PD-52724/PD-52734

PD-52718 –

Example: PD-52718-GL

ORDER NUMBER

Model Diameter Watt Voltage
LED
Lumens

Delivered 
Lumens Finish Canopy-Interior/Exterior

PD-52718 18" 55W 120V 2885 1255
GL 
SL

Gold Leaf/Dark Bronze 
Silver Leaf/White

REPLACEMENT GLASS

Part# Fixture

PD-52718-GLRPL-GLA-52718-GL 
RPL-GLA-52718-SL 
RPL-GLA-52724-BZ

PD-52718-SL

PD-52724-GL
PD-52724 24" 59W 120V 3755 1395
PD-52734 34" 129W 120V 7880 3450

For 277V special order, add an “F” before the finish: PD-52718F-GL

PD-52724-SLRPL-GLA-52724-WT 
RPL-GLA-52734-GL 
RPL-GLA-52734-SL

PD-52734-GL

PD-52734-SL




