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PRODUCT NAME: FIZZ IV 1-Light LED Pendant 
ITEM NUMBER: E22771-91PC 

Please consult your electrician for hanging fixture and wiring. 

W ARNING:This fixture may be dimmed 
using standard triac dimmer. 
For maximum adjustability We recommend 
Lutron CL series dimmers. 

Bulb ( Included) : 1-7 .SW LED 
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Locate all hardware & components before discarding packaging 
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Outlet boX----�>:� 
Black Wir und wire 

Connect to Line / White Wire 
Black wire ���, onnect to Neu al 

lounting Stra ________._--+, -----'\tt--'I'-' / White wire 
Screw� Mounting Screw c----i 

r -Backplate�-11'.-----r� 
� 1!1-----Ball Nut 

Step.1: Turn breaker off for circuit on outlet 
where fixture is to be installed. 
Remove Crossbar from fixture and install to 
electrical box. Wire fixture to wires in outlet 
box.Green wire is for Ground Install fixture 

to back-plate and tighten 2 nuts so that 
fixture meets the ceiling. 
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Step.2: Install glass into holder using 2 
screws supplied 
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IMPORTANT: Tum off the power at the main fuse or circuit breaker box before starting installation 

A 
Mounting Bracket 

B 
Canopy 

C 
Cup 

D 

Screws 
E 

Glass 

Cleaning & Care: 
Clean with soft cloth and a mild detergent 
Do not use abrasive cleaner. 
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Pendant Wires Driver Wires 

Pendant Driver 

InnerWire (+) Driver Red (+) 

Outer Mesh ( -) Driver Black ( -) 

If wires are cut in the process of adjusting the height, please note the pendants consist of an 
Step 3. outer mesh (ground) and inner (live) wire that must be seperated before rejoinging to 

driver 

Step 5. Insert glass (E) into cup (C) and secure using screws (D) provided 




